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2) Offer up and mark Shoot 
Bars using crop mark on 
Gearbox. Crop Bars to 
length. 

3) Fit cropped 
Shoot Bar into 
Coupler 

1) Fit Gearbox 
in ‘locked’ state 

4) Make sure 
Shoot Bar 
lines up with 
index mark on 
coupler 

Note: handle 
orientation 
symbol 



 

5) Repeat 
for other 
side 6) Slide 

Locking Bars 
into position 

Note: gearbox 
moves to 
‘unlocked’ state

7) Fit 
Shoot Bar 
screws  

8) Fit 
Handle in 
‘unlocked’ 
state 

Note: 
symbol 
shows 
handle in 
locked 
position 



 

Standard 
Keeps 

Corner 
Keep 

Note: Locking 
Cams aligned with 

index marks 

Position the middle keep as shown, so that 
the locking cams line up with the index marks 
on the front edge of the keep. Fix in position.



 
Corner 
Keep 

Standard 
Keep 

1) Assemble 
the Parts 

Frame

2) Position 
Keep 

Assembly 
onto Frame 

3) Fix Keep 
Assembly to 

Frame 

4) Check For 
Pocket Depth; 

Clear Out if 
Necessary 

Check 
Night Vent 
Position, 

Also 

Assembly 
Correctly 

Fitted 



 

Typical Window Sash Prep Detail 

Note: 72mm is for full depth 
eurogroove profiles. 

For shallow eurogroove 
profiles the prep should be 

110mm 




